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WELDCOTE  
WHITE ANTI BORAX FLUX 

 
DESCRIPTION 

 
 

 Weldcote  White  Ant i  Borax  Flux  i s  a  b raz ing  powder  f lux  tha t  i s  ac t ive  in  the  t empera ture  
range  1400-2200°F/760-1205°C.   I t  i s  used  fo r  b raz ing  b rass ,  b ronze ,  copper ,  s tee l ,  s ta in less  
s tee l ,  mal leab le  i ron  and  hea t - res i s tan t  a l loys .   Ant i  Borax  f lux  p romotes  deep  pene t ra t ion  o f  
the  f i l l e r  meta l  in  the  jo in t s ,  r esu l t ing  in  h igh  bond-s t reng th .   I t  d i s so lves  and  removes  
ox ides  rap id ly  and  thorough ly  wi th  a  min imum of  bubb l ing ,  keep ing  impur i t i es  and  poros i ty  
ou t  o f  the  jo in t s .  

 
 

APPLICATIONS 
 

 
 Weldcote  White  Ant i  Borax  Flux  i s  used  in  the  fo l lowing  indus t r ia l  app l ica t ions ;   

app l iances ,  f a rm machinery ,  hea t  exchangers ,  main tenance ,  sh ip  repa i r ,  s t ee l  fu rn i tu re  and  
weld ing  equ ipment .  

 
 

PHYSICAL PROPERTIES 
 
 

  Form Powder  
  Co lo r  Whi te  
  Spec i f i c  Grav i ty  1 .5  (Average)  
  F lammabi l i ty  None  
  Vo la t i l e  Con ten t  0 .1% 
  F reez ing  Ef fec t s  None  
  Ac t ive  Tempera tu re  Range 760-1205°C/1400-2200°F  
   
 

RECOMMENDED FILLER METALS 
 
 
               ▻    BAg ▻  BCu 
               ▻  BNi  ▻  BAu 
                                   ▻  RBCuZn 
                                    

 
SPECIFICATIONS 

 
 
               ▻   MIL-F-16136B,  Types  A and  B 
               ▻  AWS A5.31-91 ,  Type  FB3J  
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DIRECTIONS 
 

 
 Thoroughly  c lean  the  work  p iece ;  b reaks  shou ld  be  en la rged  to  a  V-no tch .   Heat  the  end  of  

the  meta l  rod  wi th  a  to rch  and  d ip  in to  the  f lux  o r  spr ink le  the  f lux  on  the  work  p iece .   At  the  
r igh t  t empera tu re ,  f lux  wi l l  tu rn  in to  a  l iqu id  tha t  rap id ly  f lows  in to  a l l  c racks  and  c rev ices ,  
removing  ox ides  and  o ther  impur i t i es .   Con t inue  to  me l t  the  f i l l e r  rod  un t i l  the  b reak  o r  jo in t  
i s  f i l l ed ,  avo id ing  overhea t ing .   I t  i s  wel l  to  remember  tha t ,  in  b raz ing ,  on ly  the  f i l l e r  me ta l  
i s  me l ted ,  no t  the  base  meta l .   Weldcote  White  Ant i  Borax  Flux  may  a l so  be  used  as  a  pas te  
by  add ing  wate r  and  mix ing  wel l .   Brush  the  pas te  on  the  work  p iece  and  a l so  on  the  b raz ing  
rod ,  a l low the  pas te  to  d ry ,  and  app ly  hea t .   F lux  res idues  wash  o f f  comple te ly  us ing  ho t  
wa te r .  

 
SAFETY PRECAUTIONS 

 
  
 Weldcote  White  Ant i  Borax  Flux  con ta ins  no  f luor ides  and  i s  r easonab ly  sa fe  to  use .   

Resp i ra to ry  p ro tec t ion  shou ld  be  worn  in  heavy  dus t  concen t ra t ions .   The  f lux  i s  no t  absorbed  
th rough  hea l thy ,  in tac t  sk in ,  bu t  i s  absorbed  th rough  burned  or  wounded  sk in  a reas ,  o r  i f  
inges ted .   Absorp t ion  o r  inges t ion  may cause  pa tho log ica l  d i s tu rbance .   Braz ing  shou ld  be  
ca r r ied  ou t  on ly  in  wel l -ven t i l a ted  a reas .  

 
 Weldcote  White  Ant i  Borax  Flux  has  a  two (2)  year  she l f  l i f e  when  s to red  p roper ly .  
 
 Refe r  to  MSDS fo r  add i t iona l  sa fe ty  in fo rma t ion .  
    
    
    

 

 

 

 

 

 

 

 

 

 

 

Weldcote Metals believes this data to be accurate and to reflect qualified expert opinion regarding current research.                                                        
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